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OPOS Driver

Introduction

This is a manual about how to register and configure POSPrinter, LineDisplay, MSR,
Label Printer produced by BIXOLON with BIXOLON OPOS Driver

[Further Source]
OLE for Retail POS committee available from http://monroecs.com/opos.htm
Driver Update from http://www.bixolon.com
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1. BIXOLON OPOS Setup

After BIXOLON OPOS Driver installation, execute “BIXOLON OPQOS Setup” to register or
configure devices.

* “BIXOLON OPOQOS Setup” that is located in.
* Start> Programs> BIXOLON OPOS Driver> “OPOS SETUP UTILITY"
* When OPOS SETUP UTILITY runs, the main screen appears.

- |
BIXOLON OPOS Setup Utility Vxexx [UPOS 1.13]
Registered Device List
Add Device(D) =
i+ Device
&P POSPrinter
Add CashDrawer(C) SRP-352plusill
= CashDrawer
SRPCDW
Remove Device(R) ¥ Display
BCD-1100
a MSR
| Modify Device(M) | SPP-R200II_M SR
| CheckHealth{H}) |
Port Range(P)
Exit(x) http:ffwww.bixolon.com/
Copyright{c) BIXOLON CO., LTD. All Rights Reserved.
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1-1 POSPrinter Registration

1) Click “Add Device"” button.

Select Device Model Lﬂ_hj

Device Category |POSPrinter ﬂ

Device List

SPP-RZ00 -
SPP-RZ001
SPP-R210
SPP-R300
SPP-R400
SRP-Z70
SRP-275
SRP-ZT5I
SRP-Z75
SRP-280
SRP-330
SRP-340
SRP-350
SRP-35001

cnn acnm

m

Mext Cancel

2) Select “POSPrinter” in Device Category.

3) Select the desired printer model from the Device List and click the "NEXT" button.

& Caution

Certain models are classified according to CPL settings.

For example, "SRP-B300" model is distinguished from "SRP-B300(42CPL)"
, and appropriate model should be selected and registered depending on
the printer's CPL settings.

* CPL(Characters Per Line) : Number of characters that can be printed on a
line.

_E_}&_vic& Name 7 Lo_cal Device Name{LDN}
| SRP-Q300 Typel
| SelectInterface (* Serial ([ Blustooth) ¢ Faraliel  USBE © Ethernst [ WirelessLAN ) |
Part com | Input Buffer 3192
BaudRate ] oS00 j Output Buffer 1 2182
BitLength 13 LJ
Parity | HONE -l
StopBit(s) {1 :_l [ Log [~ Binary
Fiow Control |DTRIDSR -] Check &Health
Advanced oK Cancel
http:/finww bixolon.com/
Copyright(c) BIXOLON CO_. LTD. All Rights Resemed.
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4) Set the communication environment of the connected printer and click “OK” button.

- Please check the 'Log' and 'Binary' checkbox when it's
necessary only. Otherwise Hard Drive capacity will be lack

of
containing other files due to the 'Log' and 'PRN' checkbox
function.
ED - OPOS log files can be found in the following locations.
Note €« v » ThisPC » Documents * OPOS Log
£ This PC ~ Marne

B 3D Objects =) SRP-382_Mon_021514

I Desktop =| Ush_0213_1406

= Documents | UsbPRM_0215_1406.bin

5) Click “Advanced” button to set values related to advanced settings.

Device Name

|SRP-252plusll
_Ad‘.'anc&d
Default font Image processing m -
Characterset Image brightness o jj (0= 100 )
Thai Combination Threshold value 127 ﬂ (0-255)
International charset USA -

Left margine 0 -
Character right-space |0 v]

; Save Cancel
http:/furww bixolon com/

Copynight{c) BIXOLON CO., LTD. All Rights Reserved.

6) Set Image Print options and Default font, Characterset, Thai Combination,
International charset, etc.

If the settings of default font, characterset, international
ED Note charset, etc. are overlapped, the settings of the program are
applied first.

7) It is possible to adjust the brightness of an image, and to select image-processing
options. Click "Save" button to save the values.

- The image processing options can only be applied to
"PrintBitmap" function.
ED Note - Garyscale printing is available on SRP-330II, 33211, 350pluslIII,
352pluslll,F3101I, F312I1, F313II, 380, 382, S300, Q300, Q302
supported.
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8) If the "CheckHealth" button is selected and the following screen is displayed,
communication with the printer is normally connected.

<POSPrinter CheckHealth Dialog >

Frinter Check Health : - Interactive -SRP-352pluslll Iﬁ

Print

Printer Status Property

Powrer State: Online

ServiceObjectDescription:

ServiceObjectVersion:
DeviceDescription:
DeviceMame:

— Print Result —

[ Cover Open [ Paper Empty
[ Paper Mear End

BIXOLON UPOS ServiceObject, CopyRight (c) 2008-2014.
BIXOLON.

1.13.0

BIXOLON SRP-352plusiil POSPrinter

SRP-352plusli

Item

Description

Logical Device Name (LDN)
[Edit Box]

The device can be used with the new LDN value.

Port [Drop List Combo Box]

Port setting

Bits per second
[Drop List Combo Box]

If serial port is used, set Baudrate.

But Length
[Drop List Combo Box]

If serial port is used, set Bit Length

Parity Bits
[Drop List Combo Box]

If serial port is used, set Parity Bit

Stop Bits
[Drop List Combo Box]

If serial port is used, set Stop bit

Handshake
[Drop List Combo Box]

If serial port is used, select Handshake type.

Input Buffer (byte)

Select the input buffer size. (32 to 8192)

[Edit Box]
Output Buffer (byte) . :
[Edit Box] Select the input buffer size. (32 to 4096)
Summon the device's CheckHealth
CheckHealth (Level = OPOS_CH_INTERACTIVE) function.

(This function can check the status of the printer.)

Apply or OK [Button]

Saves the current setting.

Cancel [Button]

Exit without saving the current setting.

Ver. 3.06
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1-2 CashDrawer Registration
1) Click “Add CashDrawer” button.

2) From the connected printer list, select the desired printer with CashDrawer.

Select Connected Printer Model

SRP-352plusil

Cancel
http:/fwww bixolon com!
Copyright(c) BIXOLON CO_, LTD All Rights Reserved.
ED If the Cashdrawer connected printer is not listed, add the printer
Note first.
3) Set up CashDrawer and click “SAVE" or “OK" button.
CashDrawer Local Device Name(LDN)
Connected Printer : 15RP_352p|u5|||
Cashdrawer IERPCI}W
.Pin Number Setting
: Pulze On Time : 400
(' Mumber 2 " Mumber 5
Pulze Off Time : 100
Polevesetng
T Low (0} CheckHealth
SAVE 0K CANCEL
http:/fwaw bixolon com!
Copyright(c) BIXOLON CO., LTDx. All Rights Reserved.
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4) If "CheckHealth" button is selected and the following screen is displayed,
communication with CashDrawer is normally connected.

<CashDrawer CheckHealth Dialog >

Cash Drawer Check Health: SRPCDW [

Power State: Unknown
n Drawer
[~ Drawer Open

— Open Drawer Result —

ServiceObjectDescription: BIOLON UPOS ServiceObject, CopyRight (c) 2006-2014.
BIXOLON.
ServiceObjectVersion: 1.13.0
DeviceDescription: BIOLON Standard CashDrawer
DeviceName: SRPCDW

Exit

ED Note

- If the cash drawer is not open after selecting the button of
Open Drawer, it is necessary to change ‘Pin Number Setting’
on device circumstance setting of the cashdrawer.

- You shall adjust the Pin level setting, if the cashdrawer status
changed from ‘open’ to ‘close’.

Item Description
Pin Number z)et the pin number of cashdrawer output signal connector. (default:
Open Level | Set the closed state signal of the cashdrawer. (default: Low)
Pulse ON time | Set the ON time of the output signal. (default: 100 ms)

Pulse OFF time

Set the OFF time of the output signal. (default: 400 ms)

CheckHealth

Summon the device's CheckHealth
(Level = OPOS_CH_INTERACTIVE) function.
(This function can check the status of the cashdrawer.

Ver. 3.06
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1-3 LineDisplay Registration
1) Click “Add Device"” button.

2) Select “LineDisplay” in Device Category.

Select Device Model @
Device category | EEeES -

Device List

BCD-1000
BCD-1100
BCD-2000
BCD-3000

MNext Cancel

BCD-2000K is the compatible mode of BCD-2000.
[D Note It is possible to set compatibility mode by Customer Display
Utility.

3) Select LineDisplay model and click “NEXT"” button.

4) If BCD-2000 or BCD-3000 is selected and BCD VCom Driver is not installed, the

following
message appears. Select "Yes" to install the BCD VCom Driver.

=)

BIXOLON OPOS Setup

If you use USB cable, you have to install VCom Driver for LineDisplay.
l % Do you want to install ViComn Diriver?

........................................

& . When connecting using USB, BCD VCom Driver should be
Caution  installed.

Ver. 3.06 - 10 -
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5) After setting the communication type and device of LineDisplay, click "OK" button.

Device Mame Local Device Name(LDN}
BCD-2000
Port Settings
Select Interface ' Serial ([ Blustooth y € Parallel O LSE 7 Ethernet [T wvirelesslan 3

Port l_‘ Input Buffer 2192
BaudRate G500 - Cutput Buffer F‘W
BitLength ]B -

Parity INONE v]

StopBitis) lﬁ [ Log [~ Binary

Flow Control W‘E Check &Health

; 0K Cancel
http:/fwww bixolon com/

Copyright(c) BIXOLON CO._ LTD:. All Rights Resermved.

6) The BCD-3000 can be connected through the SRP-Q300 or SRP-Q302 printer.
After checking “Through connected printer”, select BCD-3000 connected printer
from the list.

_Qg_vice Mame i I__c_t_cal Device Name(LDN}

| BCD-3000

Yaloame

! Select interface (% Seral ([ Blustocth ) O Paraliel LSBT Bthernet [ wvirelesslail ¥
Port 1|:g|51 Input Buffer 8182
BaudRate ]EECE Cutput Buffer 8192

v Through connected printer;

]snp-a:sun _ﬂ

BitLength 13

Ld L Ll L 1

Parity {NONE

L Bi
StopBit(s) 11 I” Log I™ Binary
Flow Control 1:‘R-‘|:5R Check &Health

oK Cancel

http:/fwww bixolon.com!
Copyright{c) BIXOLON CO.. LTD. All Rights Resemed.

If "Through connected printer " is checked then the following
screen is displayed, add the printer first.
[ BIXOLON OPOS Setup (23w

m Note I\ No printer available to connect.

Ver. 3.06 - 11 -
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7) If "CheckHealth" button is selected and the following screen is displayed,
communication with LineDisplay is normally connected.

Checkhealth <Interactives Iﬁ

.................................

BIXOLON LineDisplay P Test
Checkhealth Test

Cancel

Ver. 3.06 - 12 -



1-4 MSR Registration

1) Click “Add Device"” button.

2) Select “MSR” in Device Category list.

F
Select Device Model

]

Device Category I vI

— Device List

BWM10E
SPP-RZ00_M3R
SPP-RZ000_MSR
SPP-RZ10_M3R
SPP-R300_MSR
SPP-R400_MSR

Mext

Cancel

3) Select MSR model and click “NEXT"” button.

OPOS Driver

4) After setting the communication type and device of MSR, click "OK" button.

Device Mame

Local Device Name(LDN}

SPP-R200I_MSR

Port Settings

http:/fwww bixolon com!

Copyright(c) BIXOLON CO., LTD. All Rights Reserved.

i
|
| Port: :_j Input Buffer
|
| BaudRate: | Output Buffer 4096
|
| BitLength :-i Output Interval Time ; i 0
|
i Parity - :J Input Sleep Time : i 0
| Stop Bit(s) : !1 | [~ Leg [~ Binary
|
I Flows Control : iD'I'RJ'DEP- _‘_'_! Check Health
I
oK CANCEL

Ver. 3.06
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5) The following screen is displayed after clicking “CheckHealth” button.
This implicates that communication with MSR is successful. When the card is swiped,
please check the screen whether the card information is displayed correctly.

Ver. 3.06

-

CheckHealth : Interactive

S0

Ready to input msr data.

Trackl : |

Track? : |

Track3 : |

- 14 -



1-5 Label Printer Registration

1) Click “Add Device” button.

-

Select Device Model

2]

Device category

LabelPrinter -

— Device List

SLP-DL410
SLP-DL413
SLP-DXZ20
SLP-DXZZ3
SLP-DX&20
SLP-DX423
SLP-THZ20
SLP-THZ23
SLP-TX400
SLP-TX403
SLP-TX420
SLP-TX423
SPP-L3000
SRP-TTOI

onm CFEaan

»

m

Mext

Cancel

2) Select “LabelPrinter” in Device Category.

OPOS Driver

3) Select the desired printer model from the Device List and select the "NEXT" button.

Device Mame

Local Device Mame(LDN}

SLP-DL410

Port Settings

Select Interface (% Serial{[ Bluetooth) { Parallel & USB " Ethernet [ WirelessLAN )

http-{fwww bixolon com!

Copyright{c) BIXOLON CO., LTDX. All Rights Resemed.

|
|~ Por |coms ~] Input Buffer | 1098
|
| BaudRate Iﬁﬁl}l} _ﬂ Cutput Buffer I 4096
|
I -
| BiLength ;5 -l
|
i Parity ] NONE -l
' : I” Log [~ Binary
StopBit(s) |4 o
| | ~|
i Flow Control ! DTR/DSR ~] Check &Health
|
Advanced 0K Cancel

Ver. 3.06
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4) Set the communication environment of the connected printer and click “SAVE" button.

5) Click “Advanced” button to set values related to advanced settings.

Print Mode : |Directthermal | Offset adjust : 0 ﬁ (-100 - 100)

ﬂ TearOff adjust - 0 ﬂ (=100 - 100)
Operation Mode : ]Teﬂr Off _ﬂ Cutting Period : 1 j (1 -10)
=

Print Crientation : 1Tuptu Bottom

Media Type - jSmart Calibration

Paper Width :l 864 dots Speed : 3 ﬂ {0-6)
aper Length : 218 dots { : ensity : - i
Paper Length 1216 Density 14 ﬁm 20)
Left margin : | 0 dots [ HR Size 1 ﬂ (1-4)
Top Margin :] 0 dots | | T RightToLeft
Default SAVE CANCEL

6) Set label printer and label paper configuration.

7)If the "CheckHealth" button is selected and the following screen is displayed,
communication with the printer is normally connected.

<LabelPrinter CheckHealth Dialog >

Erinter Check Health - - Interactive ~SRP-E770II [

Printer Status Property

Print
Power State: Online

[ Cowver Open [ Paper Empty
— Print Result —

ServiceObjectDescription: BIXKOLOM UPOS ServiceObject, CopyRight (c) 2013. BIXOLOMN.
ServiceObjectVersion: 1.13.0
DeviceDescription: BIXOLOM SRP-E770II LabelPrinter
DeviceMame: SRP-EFTOII

The Label printer does not supports status check in Real time,
EEI Note once the printer gets print command, the status check will
proceed.

Ver. 3.06 - 16 -
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1-6 Port range setting

« If port number supported by system does not appear when setting up device's
communication, set the range of port number from the screen below that appears by
selecting the "Set Port Range" button on the main screen of Setup Utility.

Serial ports Range 10 il {150}

izl

Parallel ports Range o)l (1=10}
=l

Default SAME CANCEL

http:/fwww bixolon. com/f
Copyright(c) BIXOLON CO., LTD:. All Rights Resemed.

ED If select the port that the system doesn’t have, the device won't
Note operate.

Ver. 3.06 - 17 -
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Copyright
© BIXOLON Co., Ltd. All rights reserved.

This user manual and all property of the product are protected under copyright law.

It is strictly prohibited to copy, store, and transmit the whole or any part of the manual
and any property of the product without the prior written approval of BIXOLON Co., Ltd.
The information contained herein is designed only for use with this BIXOLON product.
BIXOLON is not responsible for any direct or indirect damages, arising from or related to
use of this information.

* The BIXOLON logo is the registered trademark of BIXOLON Co., Ltd.
* All other brand or product names are trademarks of their respective companies or
organizations.

BIXOLON Co., Ltd. maintains ongoing efforts to enhance and upgrade the functions and
quality of all our products.

In the following, product specifications and/or user manual content may be changed
without prior notice.

Caution

Some semiconductor devices are easily damaged by static electricity. You should turn
the printer “OFF”, before you connect or remove the cables on the rear side, in order to
guard the printer against the static electricity. If the printer is damaged by the static
electricity, you should turn the printer “OFF”".

Ver. 3.06 - 18 -
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Revision history

Rev. Date Page Description

3.00 11.03.17 - New

3.01 09.03.18 2,6,9,15,16,17,18 Add Label Printer etc.

3.02 21.05.18 15 Change Label Printer model name

3.03 05.03.19 17 Add Status check function for Label Printer
Update Advanced setting and

3.04 21.06.19 16 Check Health screenshot of Label Printer

3.05 16.09.20 5 Add precautions for registering models

according to CPL settings
Change the font in the manual
6 Update the location of log files

3.06 02.03.21
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